COOKER HYDROPRO

TECHNICAL PARAMETERS

COOKER HYDROPRO-29

Capacity 29
Width (A) mm 1200
Length (B) mm 710
Height (C) mm 870
Hot Water Outlet Height (D) mm 90
Cold Water Inlet Height (E) mm 270
Flue Outlet Height (F) mm 815
Flue Diameter mm 148
Flow-return in¢ 1
Expansion Outlet in¢ 1/2
Fill-Empty inc 112
Weight kg 280
Water Volume It 30
Ash Removal Box Capacity lt 9
Max. Operation Pressure bar 8
Test Pressure bar 43
Max. Operating Temperature °C 40-85
Operating Power & Frequency V/Hz 90
Operating Amber A 230/50
Fuel Consumption kg/h 10
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NATURAL AIR : :

TECHNICAL PARAMETERS

NATURAL AIR -6 NATURAL AIR- 11
Capacity kW 6 1
Width (A) mm 470 550
Length (B) mm 495 495
Height (C) mm 830 1090
Flue Outlet Height(D) mm 765 1040
Flue Diameter mm 127 127
Air Inlet Diameter mm 57 76
Weight kg 60 85
Ash Removal Box Capacity lt 13 1.7
Hopper Capacity It 19 48
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